
TRAPEZBLECHETRAPEZBLECHE

AnwendungsbeispieleAnwendungsbeispiele

Elementbreite 800 mm / 1000 mm     Elementlänge bis 8,5 m
Material verzinkt, Blechstärke 0,50 mm, 0,75 mm, 1,00 mm

Lieferzeit: 4 bis 5 Arbeitstage nach Auftragseingang
M S Lathieu chalungssysteme und ufttechnische Komponenten

GmbH

Elementbreite 1008 mm

Eindeckmaß 915 mm

Profilgeometrie - -TRAPEZPROFIL  MSL
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für die Bereiche Dach und Wand

   Überdachung
   Wandverkleidung
   Carport
   Unterstand (auch vorgegebene Seiten- bzw. Rückwände    
als Selbstbausatz)

Fragen Sie uns an!



Example Applications

Element width 1008 mm

Coverage 915 mm

Profile geometry - -TRAPEZOIDAL PROFILE MSL
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M S Lathieu chalungssysteme und ufttechnische Komponenten

GmbH

M S Lathieu chalungssysteme und ufttechnische Komponenten

GmbH

M S Lathieu chalungssysteme und ufttechnische Komponenten

GmbH

Example Applications
for roofs and walls

Element width 800 mm / 1000 mm    Element length up to 8.5 m

Material galvanised, sheet thickness 0.50 mm, 0.75 mm, 1.00 mm

Delivery time: 4 to 5 working days after receipt of order

   Roofing    wall cladding    car port
   Shelters (including side and back walls as self-build set)

Send us an enquiry!

Beratung und Verkauf: / Marketing and Sales:

TRAPEZOIDAL SHEETINGTRAPEZOIDAL SHEETINGTRAPEZOIDAL SHEETING


